Tools Required:

- Hex key
- Philips medium screwdriver

Weight: 6.61 lbs.

**Notice to Installer for 50 084.1:**
1. See page 2 for specific product safety warnings.
2. For wall applications only.
3. For attachment to wall over separate small opening linear wiring box (19 537 provided by BEGA).
4. NOTE: LEDs are high-quality electronic components! Please avoid touching them directly during installation.

**Dimension:**
- A: 4"
- B: 24"
- C: 5-3/8"

**Tools Required:**
- Hex key
- Philips medium screwdriver

**Weight:** 6.61 lbs.

**Notice to Installer for 50 084.1:**
1. See page 2 for specific product safety warnings.
2. For wall applications only.
3. For attachment to wall over separate small opening linear wiring box (19 537 provided by BEGA).
4. NOTE: LEDs are high-quality electronic components! Please avoid touching them directly during installation.

**Accessories**

Please refer to the appropriate accessory installation sheet for further instruction when applicable.

<table>
<thead>
<tr>
<th>Description</th>
<th>Part No</th>
</tr>
</thead>
<tbody>
<tr>
<td>Glass</td>
<td>113228.1</td>
</tr>
<tr>
<td>LED driver (120-277V)</td>
<td>75969-04</td>
</tr>
</tbody>
</table>

**Linear Wiring Box**
- 19 537

**Lamp:** 30W LED Module

**Relamping/Maintenance**

Unscrew knob to remove lens from luminaire base. Clean glass and luminaire using only solvent-free cleansers. Replace lens.

**Replacement Parts**

<table>
<thead>
<tr>
<th>Description</th>
<th>Part No</th>
</tr>
</thead>
<tbody>
<tr>
<td>LED module (3000K)</td>
<td>LED-0626/830</td>
</tr>
<tr>
<td>(x2)</td>
<td></td>
</tr>
<tr>
<td>LED module (4000K)</td>
<td>LED-0626/840</td>
</tr>
<tr>
<td>(x2)</td>
<td></td>
</tr>
</tbody>
</table>

In the interest of product improvement, BEGA reserves the right to make technical changes without notice.

BEGA 1000 Bega Way, Carpinteria, CA 93013 (805)684-0533 Fax (805)566-9474 www.bega-us.com © Copyright BEGA-US 2018
Product Safety Warnings:

THIS PRODUCT MUST BE INSTALLED IN ACCORDANCE WITH THE APPLICABLE INSTALLATION CODE BY A PERSON FAMILIAR WITH THE CONSTRUCTION AND OPERATION OF THE PRODUCT AND THE HAZARDS INVOLVED.

SUITABLE FOR DAMP LOCATIONS.

MIN 90°C SUPPLY CONDUCTORS.

CE PRODUIT DOIT ÊTRE INSTALLÉ SELON LE CODE D'INSTALLATION PERTINENT, PAR UNE PERSONNE QUI CONNAÎT BIEN LE PRODUIT ET SON FONCTIONNEMENT AINSI QUE LES RISQUES INHÉRENTS.

CONVIENT AUX EMPLACEMENTS HUMIDES.

LES FILS D’ALIMENTATION 90°C MIN.